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10. Carefully push the thumbscrew handle until the lock is engaged.  
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11. Make sure the thumbscrew handle is totally connected to the expander module 
panel. Tighten the thumbscrew. 
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6.3.6   Replacing the Front Panel 
 
 
 
To replace the Front Panel: 

1. Loosen two screws on both sides of the top cover on the front panel side. 

 

 

 

 

 

 

 

 

  

2. Use the Top Cover Key to unlock the key lock on the front panel side. 

 

 

 

 

 

 

 

 

3. Hold the front part of the top cover and slide the top cover about half an inch 
towards the front side then pull upwards to remove it. 
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4. Loosen the 2 screws on both sides of the front panel. 

 

 

 

 

 

 

 

 

 

 

 

 

5. Hold the front panel on both sides and carefully detach the front panel from the 
enclosure. Note that the main switch cable is connected to the front panel. 
Disconnect the cable. 
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6. Replace the front panel.  

 

 

7. Reconnect the cable to the front panel. 
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8. Hold the front panel and carefully attach to the enclosure. Note that there are 4 
contact points which the front panel must connect to. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

9. Tighten the 2 screws on the front panel side. 
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10. Put the top cover back and place it about half an inch away. Then push the top 
cover towards the rear. 

 

 

 

 

 

 

 

 

11. Use the Top Cover Key to lock the key lock on the front panel side. 

 

 

 

 

 

 

 

 

12. To secure the top cover, tighten two screws on both sides of the top cover on the 
front panel side. 
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6.3.7   Replacing the Bottom Board 
 
The subsystem has 2 bottom boards. One or both bottom boards can be replaced, if 
necessary.  
 
 
To replace a Bottom Board: 

1. Loosen two screws on both sides of the top cover on the front panel side. 

 

 

 

 

 

 

 

 

  

2. Use the Top Cover Key to unlock the key lock on the front panel side. 

 

 

 

 

 

 

 

 

3. Hold the front part of the top cover and slide the top cover about half an inch 
towards the front side then pull upwards to remove it. 
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4. Loosen the 2 screws on both sides of the front panel. 

 

 

 

 

 

 

 

 

 

 

 

 

5. Hold the front panel on both sides and carefully detach the front panel from the 
enclosure. Note that the main switch cable is connected to the front panel. 
Disconnect the cable. 
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6. Place the front panel in a safe place. 

 

 

7. If the right bottom board will be replaced, unlock and remove disk trays 1 to 21 
and hung the trays in the slots. If the left bottom board will be replaced, unlock 
and remove disk trays 22 to 42 and hung the trays in the slots. 
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8. Loosen 2 screws on the bottom part of the subsystem, on the subsystem side of 
the bottom board to be removed. (To have access to the 2 screws, the subsystem 
need to be moved a few inches forward.) 

 

 

 

 

 

 

 

9. Loosen the 2 thumbscrews of the bottom board then pull the 2 thumbscrews. The 
bottom board will detach from the enclosure. Pull the bottom board outwards. 

 

 

 

 

 

 

 

 

 

 

 

 

 

10. Replace the bottom board. If necessary, remove the screws from the bottom 
board and place the new bottom board then tighten back the screws. 
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11. Before reinserting the bottom board, the expander module(s) need to be removed. 
This is a precautionary step to prevent the connector pins of the expander 
module(s) from possibly being bent when the bottom board is inserted. Refer to 
Section on Replacing the Expander Module for steps on how to remove or reinsert 
the expander module. 

 

Controller Mode: 
Bottom Board that 
was/were Replaced: 

Expander Module(s) to be 
Removed: 

Single Controller Left  1-2 
Single Controller Right  1-1 
Single Controller Left and Right 1-1 and 1-2 
Dual Controller Left  1-2 and 2-2 
Dual Controller Right  1-1 and 2-1 
Dual Controller Left and Right 1-1, 2-1, 1-2 and 2-2 

 

 

 

 

 

 

 

Left Bottom Board          Right Bottom Board 
 

 

 

Dual Controller Mode 
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12. Insert the bottom board into the bottom board slot. Slide the bottom board 
inwards. Make sure the 2 thumbscrews are in open position. Push the 2 
thumbscrews until the bottom board is engaged in the enclosure. 

 

 

 

 

 

 

 

 

 

 

 

 

13. Tighten the 2 thumbscrews of the bottom board. 

14. Tighten the 2 screws on the bottom part of the subsystem, on the subsystem side 
of the bottom board that was replaced. 

15. Reinsert the Expander Module(s) that was/were removed in Step 11. 

16. Insert all the disk trays that were hung and lock them. 

17. Reconnect the cable to the front panel. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



42 Bays Fibre to SAS/SATA II RAID Subsystem  
 

User Manual 153 
 

 

18. Hold the front panel and carefully attach to the enclosure. Note that there are 4 
contact points which the front panel must connect to. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

19. Tighten the 2 screws on the front panel side. 
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20. Put the top cover back and place it about half an inch away. Then push the top 
cover towards the rear. 

 

 

 

 

 

 

 

 

21. Use the Top Cover Key to lock the key lock on the front panel side. 

 

 

 

 

 

 

 

 

22. To secure the top cover, tighten two screws on both sides of the top cover on the 
front panel side. 

 

 

 

 

 

 

 

 

 

 

 

 




